


TESYS, REPAIRS AND ALTERATIONS
TAL DESCRIPTION OF INSPECTIONS, , i
PATE RECaRcDr:NG TODAYS TTSE IN ENTRIES MUST BE ENDORSED WITH NAME, RATING AND cragrlscp:zsmr;u?:erzé‘)
19 TIME FUGHT | SERVICE MECHANIC OR REPAIR FACILITY. (SEE BACK PAGES FOR O
— Propeller Log

7-9-2023 N76608 Tach:1734.1

I certify that I have inspected this propeller in accordance with a 100 hour inspection and was determined to be in
airworthy condition.

Boyd Roberts
A&P 1980389

Lo ¢ M




DATE RECORDING TOTAL DESCRIPTION OF INSPECTIONS, TESTS, REPAIRS AND ALTVERATIONS
TACH TODAYS TIME IN ENTRIES MUST BE ENDORSED WITH NAME, RATING AND CERTIFICATE NUMBER OF
19 TIME FLIGHT SERVICE MECHANIC OR REPAIR FACILITY. (SEE BACK PAGES FOR OTHER SPECIFIC ENTRIES.)

6-7-2022 N76608 Tach:1692.1

Propeller Log

I certify that I have inspected this propeller i ; . .
airworthy condition. P propeller in accordance with a 100 hour inspection and was determined to be in

Boyd Roberts g &7 cz ﬂ& M,ﬁ-—
| I

A&P 1980389
l l

Engine Log

6-7-2022 N76608 Tach:1692.1  TSMOH:3714 TSTOH:156.2

*Clean and re-gap plugs. Check compression: 1.76/80 2.68/80 3.72/80 4.66/80. Check mag timing. Inspect mufflers for

crack-s or hot spots. 'Check all engine controls. Wash engine and run-up
I certify that I have inspected this engine in accordance with a 100 hour inspection and was determined to be in

irworth dition.
glglvc(l) Ro)tlx(e:l(')t.rsl l% Md {M

A&P 1980389

DESCRIPTION OF INSPECTIONS, TESTS, REPAIRS AND ALTERATIONS

DATE |RECORDING TOTAL
TACH TODAYS | TIME IN ENTRIES MUST BE ENDORSED WITH NAME, RATING AND CERTIFICATE NUMBER OF
19__ TIME FLIGHT | SERVICE MECHANIC OR REPAIR FACILITY. (SEE BACK PAGES FOR OTHER SPECIFIC ENTRIES.)

Q-2 | TIS,T

1.l S0 4me Qifesnefft Peq ST SAI2%2sc .

Hotz PN ERIY-50 SynH-wWo 63495

Ro badagNer PN RIR24F S/ H-WSE305-2
i Boyd Lo bestbs As P19BpEL2Y

Engine Log
7-9-2023 N76608 Tach:1734.1  TSMOH:413.4 TSTOH:198.2
Clean and re-gap plugs. Check compression: 1.76/80 2.72/80 3.76/80 4.72/80. Check mag timing. Inspect mufflers for
cracks or hot spots. Check all engine controls. Wash engine and run-up.
I certify that I have inspected this engine in accordance with a 100 hour inspection and was determined to be in
airworthy condition. g L,.,ﬁ\f
Boyd Roberts gﬂd 4

A&P 1980389

I




DATE |RECORDING TOTAL DESCRIPTION OF INSPECTIONS, TESTS, REPAIRS AND ALTERATIONS DATE  |RECORDING TOTAL DESCRIPTION OF INSPECTIONS, TESTS, REPAIRS AND ALTERATIONS
2021 TACH TODAYS | TIME IN ENTRIES MUST BE ENDORSED WITH NAME, RATING AND CERTIFICATE NUMBER OF TACH TODAYS | TIME IN ENTRIES MUST BE ENDORSED WITH NAME, RATING AND CERTIFICATE NUMBER OF
— TIME FLIGHT | SERVICE MECHANIC OR REPAIR FACILITY. (SEE BACK PAGES FOR OTHER SPECIFIC ENTRIES.) o TIME FLIGHT | SERVICE MECHANIC OR REPAIR FACILITY. (SEE BACK PAGES FOR OTHER SPECIFIC ENTRIES.)
9 /34/20) 15245 CHawse) 0+ Filred peloshe !l 100w [ rempesr AANRIOP -2

f
w2 *y33814(

5-19-2021 N76608 Tach:1535.9

Removed all cylinders and sent to SAL’S Aircraft Cylinders Inc. for repair. Chrome all cylinders and replaced with

standard pistons and rings.S/NS7206, S7138-4, S-7138-3, S-7138-2. Replaced using single gasket set SA200-T1. Used

blow-proof gaskets on exaust. Clean and re-gap plugs. Check mag timing. Change oil and filter, CH48108-2, Aeroshell
; non detergent 100. Inspect mufflers for cracks or hot spots. Check all engine controls. Wash engine and run-up.

I certify that I have inspected this engine in accordance with a 100 hour inspection and was determined to be in
airworthy condition.

Boyd Roberts
A&P 1980389

8 7

Engine Log

TSMOH:2152 TSTOH:00.0

< (T bt

5-19-2021 N76608

T certify that I have inspected this propeller in accordance with a 100 hour inspection and was determined to be in

airworthy condition.
Boyd Roberts
A&P 1980389
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’ TION OF INSPECTIONS, TESTS, REPAIRS AND ALTERATIONS
DATE A Hiviion gppreiing N°F RIhE‘spsvc#:N:,AMTEESLS'AITI:EGPAA:JSD Q;I;IFIACTTEERAYG?A::R OF PATE REC’I?\RCDI':NG TODAYS T‘II'AOA;AIIPIJ ENTRIE'S“fA(l:JRSITP BE ENDORSED WITH NAME, RATING AP:D iE‘RE‘I;FISCPAE‘I’CEIFIPCJUAEkzizlsgl;
M] 1';'?;? L?PC:I-!Y‘I'S ;IEAQSI'(; :;LﬁisNIACAU(S)L BREEPiIRDOFASCIII?ITY. (SEE BAC;( PAGES FOR %H}R/}TCH/;/ENTRIES.) 19 TIME FLIGHT SERVICE MECHANIC OR REPAIR FACILITY. (SEE BACK PAGES FOR O RIES.
' , - Aj o0 Wk %{/ 7//' T 08/26/2018 CONTINENTAL C85 SER. 4391-6-12,TT1417.3 TSMOH95.8 |
R /11404 kh/""‘f*""ff (f) e '74‘4_’10 N / 4 I M A, ' —— COMPLETED 100HR/ANNUAL INSPECTION ICW FAR 43.13 D AND CONTINENTAL S

—_ SERVICE MANUAL. COMPS.(1)77(2)78(3)68(4)77. TIMED MAGNETOS ;

CLEANED OIL SCREEN ADDED 4QTS AEROSHELL 100W. CLEANED FUEL SCREEN. |

COMPLIED WITH APPLICABLE AD NOTES SEE AIRCRAFT AD LIST IN RECORDS. B
ONTTNE — I CERTIFY THAT THIS ENGINE HAS BEEN INSPECTED PER 10@HR/ANNUAL -

COMPLETED 100HR/ANNUAL INSPECTION ICW FAR 43.13 D AND CONTINENTAL INSPECTION AND IS IN ATRWORTHY GONDITION.

SERVICE MANUAL. COLD COMPS. (1)66(2)78(3)73(4)72. I CERTIFY THAT —_

THIS ENGINE HAS BEEN INSPECTED PER 10 L INSPECTION AND I dg;;sa;;ﬁzjél’fzbf
Z 19@HR/ANNUA 5 A > ~— DOUGLAS A. EVANS A&P3129033 1A.

—_—

07/07/2017 CONTINENTAL C85 SER. 4391-6-12 TT 1408.1 TSMOH 86.6

NEREE

. p ’ . !
IN AIRWORTHY CONDITION. ) _ . _ 3341979 "f’%”/e —
IA. @ friiea

I30LY77 9o Hr a3l Tach

DOUGLAS A. EVANS A&P3129033
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DATE

\H\Hl\l\t\.\"

Ly 197

R & B Air 806-922-5273
01-15-2015 N76608 Tach 1384.5 SMOH 63.8

Remove engine from aircraft and disassembled Sent crankshaft to
Aircraft Specialties Services turned crankshaft 20 under on mains
And rod Journals had all metal parts Magnetic Particle Inspected.
Replaced Camshaft gear. Replaced connecting rod bolts installed
New M020 bearings. Honed cylinders and installed new rings.

Cleaned and gaped spark plugs. Set timing to 29 and 27 per STC
Installed all new gaskets and seals. Reinstalled engine on Aircraft
Installed New Exhaust,new fuel line installed all engine baffles
Test run engine and ¢ checked for leaks. I have inspected this

Engme and re it to service.

/F/ 4// /

A & P 003054846

AND ALTERATIONS
'ERTIFICATE NUMBER OF
THER SPECIFIC ENTRIES.)

—_— 1

Avnugs
R & B Air 806-922-5273
06-15-2016 N76608 Tach 1400.5 SMOH 79.0

L Lhave Inspected This Engine IAW Continental Service Manual

Cleaned and Gaped spark Plugs Set Timing to 29 and 27 Per STC
Replaced Starter Seals and Gaskets. Replaced Voltage Regulator
Checked Exhaust Reinstalled Rebuilt Carb. Checked travel and
Function. Checked Fuel Screen and Replaced Fuel Line.

Test run engine and checked for function installed prop and
Spinner. Checked all recurring AD’s by visual inspection to

This date. I have inspected this Engine in accordance with

A 100hr inspection and returned it to service at this time.

IA003054846

AND ALTERATIONS
ERTIFICATE NUMBER OF
HER SPECIFIC ENTRIES.)
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ENGINE RECORD — GENERAL INFORMATION

———

MANUFACTURER W MODEL c - g5 - ’JE

SERIAL Y301 —6 -1 TYPE CERTIFICATE
Cotine, 140 A 76680

THIS E
NGINE IS CURRENTLY INSTALLED IN AIRCRAFT

4~ 80

MIN — g
IMUM OCTANE FUEL 80,/ g 2 OIL GRADE SUMMER 50 — /60  wini

FIRING ORDER

MAGNET,
O TimE POINT SETTING
s
PARK PLUG Gap . 0/l6
MFG. :
RECOMMENDED OVERHAUL AT ___’_J&O_,O_’——,’—’— HOURS.

The Standard

& ENGINE LOG














































































